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EXPERT OF
MASS PRODUCTION
From the raw material to the complete 
product. All from a single source. 

Due to the highly automated production, our 
quality standards are recognized as benchmark 
by our customers.

OUR COMPETENCE
UNTITED IN ONE PRODUCT

TIS is an appliance couplers system. It consists of an appliance inlet and a 
corresponding country specific power cord. TIS can be used to equip your 
home appliances with a multitude of country specific power cords. 

TIS provides pull-off forces of over 100N between socket and connector. 
TIS can be used for a maximum current of 16A and a maximum voltage of 250V.

The built-in male connector can be installed in a metal cutout as well as 
in plastic housings. All materials comply with the RoHS-, REACH- and PCN 
regulations. 

We provide the completely harnessed power cords with your requested 
country specification, cable length, colour and the appropriate connector.

REDUCED VARIANTS
FLEXIBILITY
SECURE HOLD

Approval 
DIN EN 60320
TIS-connector approval number 40040518
TIS-socket approval number 30030512

Country specific approbation on demand 

Umsetzung nach Norm 
DIN EN 60320-1 (VDE 0625-1):2008-05; EN 
60320-1:2001 + A1:2007

DIN EN 60320-1 Ber.1 (VDE 0625-1 + Ber. 
1):2010-05; EN 60320-1:2001 + A1:2007

DIN EN 60320-1 Ber.2 (VDE 0625-1 + Ber. 
2):2010-10; EN 60320-1:2001 + A1:2007

IEC 60320-1(ed.2);am1
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Connector

Technical specifications

Rating IEC 6A/10A/16A; 250V~; 50Hz/60Hz

Valid operating temperature 70°C / 90°C / 120°C

Glow wire test 850°C / 750°C mit max. 2s Flamme

Glow wire flammability index GWFI 
according to IEC 60695-2-123

960°C / 1-2mm

Glow wire ignition temperature GWTI 
according to IEC 60695-2-133

775°C / 1-2mm

Comparative tracking index CTI CTI according to group of materials IIIa

IP protection class in connected use IP 40

Pull-off force > 100N

Insulation resistance Protection class I complies with IEC 61140

Material

Plastic PA66-GF25 halogen-free

Contact material CuZn36 – CW507L / CuNi1,5Si – C19010 / CuNiSi – C19002

Coating Ni / Ni+Ag

Coding system By Ampere- and temperature class

Metal cutout  (thickness 0,8mm) 

Connector / Plug-in-tab 6,3 x 0,8mm

Connector / Plug-in tab 6,3 x 0,8mm with screwable PE-contact

Plastic housing
Connector / Soldering pins

Connector / Soldering pins Connector / 
Plug-in tab 6,3 x 0,8mm

Connector / 
Plug-in tab 6,3 x 0,8mm 

with screwable PE-contact

Device connections
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TIS front view

6A 10A 16A

SOCKET SHAPE
Angled exit

TIS-D 
protection cap closedprotection cap closed

TIS-D Power cord

Connection of socket with the power 
cord by crimping Ø 1.7mm / Ø 2.3mm

Cable diameter:
0.75 – 1.5mm²

Electronic plug available
 for all country specifications

TIS-D 
protection cap open
SOCKET SHAPE
Straight exit

Derating-curve
Current load 16A with silver-plated 

contacts made out of CuNiSi - C19002, 

crimped with a H05VV-F 3G 1,5mm² cord.
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